HOW TO DISINFECT A WATER WELL

plpa or plug il the well 1y squipped /%

Remove the well cap or the vent
: wilh & sunlixry wail saal,

Pour ons galion of
houashold bleach
{5.25% chilorine)
directly into (he well,

Connect » hose 1o a house plgat and

tun waler direcily Inta the well yuntitl
@ chlarine odar Iy prasent in iha waler,
Run the water this way lor 15 minytes,
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@ Shut ol waler supply to hoss and
"1 procaed 1o systematicaliy open wach

waler fixlure in the house. Lel water
fun Ihrough sach fixtuis unlil eMorine
INCLUDE ALL odot {s prasent. Include bolh cold and

ﬁ—l BASEMENT VALVES hot water valves.
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Close all valvey and poyr
3nother one galion of bisach

E] duectly inlo the well, Recsp 1he
walt ar reptace the vent Ppe o1
plug Lesve aii vaives closeg far
2 period ol 12 hours or longet
(1oilels may ba ilushed i
needed) -

Open the hose spigol and discharge
welst 10 ground surlace or diainage ditch
untit chlorine odor disappesrs Open
every household lixture end let water run
uniit the chlorine odor i gone

The well should now ba properly disinlacied.

Request your iocal Healin Depanimeont to

collect & sampte of your waier belote using

. The phone number will usually be lound

Hated under the cily or counly government \\ ) \A /q
oflices in ths white pages of your \slaphone | x /]
dueclory.
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